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GOS-653G & GOS-652G Specifications

The specifications apply when the GOS-653G & GOS-652G is powered on for at least 30 minutes under +20°C~+30°C.
	 
	GOS-653G
	GOS-652G

	Digital / Analog
	Analog

	Display
	6" CRT

	Bandwidth (MHz)
	50
	30

	Number of Channel
	2
	2

	Vertical Sensitivity 
	1mV ~ 5V

	Time Base Range
	0.1μs ~ 0.5s(A)
10ns ~ 0.5s(B)
	0.1μs ~ 0.5s

	Input Impedance Selection 
	1MΩ

	Auto Measurement
	-

	Waveform Memory
	-

	 Panel Setup Memory
	-

	Auto-Set
	-

	 Auto/Normal Trigger
	V

	ALT Trigger 
	V

	 TV Trigger
	V

	Cursor Readout 
	-

	 XY Mode
	V

	Zoom 
	-

	Delayed Sweep
	V
	-

	Zoom FFT 
	V
	-

	 Counter Function
	-

	Function Generator 
	-

	Interface
	-

	Buzzer Alarm
	-

	Battery Power Operation
	-

	LED Indicators
	-

	Z-Axis Input
	V

	Power Source
	AC 100/120/220/230V ±10%


